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1
INTERNAL-COMBUSTION ENGINE

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application claims priority under 35 U.S.C.
§119 to Japanese Patent Application No. 2011-257257, filed
Nov. 25, 2011, entitled “Internal-Combustion Engine.” The
contents of this application are incorporated herein by refer-
ence in their entirety.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present application relates to an internal-combustion
engine.

2. Discussion of the Background

Anin-cylinder direct-injection internal-combustion engine
as an exemplary related art is disclosed by Japanese Patent
No. 4054223. This internal-combustion engine includes a
spark plug that faces the inside of a cylinder from above, a
piston that reciprocates in the cylinder, a fuel injection valve
that injects fuel into the cylinder from obliquely above, and so
forth.

The piston has a cavity in the top surface thereof. The
cavity extends from a position near the center of the piston to
a position near an injection port of the fuel injection valve.
The cavity has an elliptical plan-view shape whose longitu-
dinal direction corresponds to a direction orthogonal to the
axial direction of the fuel injection valve. The cavity has a flat
elliptical bottom surface and guiding walls surrounding the
bottom surface. The guiding walls extend linearly and
obliquely upward from the bottom surface toward the outer
side.

The fuel injection valve is configured to inject fuel mists
from the injection port thereof. The fuel mists include a main
fuel mist and a sub-fuel mist that are injected at respectively
different predetermined angles. The fuel mists each have a flat
shape in side view and a fan shape in plan view. The main fuel
mist is injected at a nearly vertical angle and toward one of the
guiding walls that is nearer to the fuel injection valve. The
sub-fuel mist is injected at a nearly horizontal angle and
toward the other guiding wall that is farther from the fuel
injection valve.

When, for example, the internal-combustion engine is
under a low load and at a low rotational speed, a stratified
combustion mode is performed. In the stratified combustion
mode, the fuel is injected from the fuel injection valve in the
latter stage of the compression stroke. As illustrated in FIG. 6
of Japanese Patent No. 4054223, most of the main fuel mist
injected as described above collides with the bottom surface
of'the cavity and is guided upward along the guiding wall that
is nearer to the fuel injection valve, whereas most of the
sub-fuel mist collides with the guiding wall that is farther
from the fuel injection valve and is guided upward along the
same guiding wall. Thus, a high-concentration air-fuel mix-
ture gathers around the spark plug in a combustion chamber
of the engine while a low-concentration air-fuel mixture sur-
rounds the high-concentration air-fuel mixture, producing
layers of air-fuel mixture, i.e., a stratified air-fuel mixture.

SUMMARY OF THE INVENTION

According to one aspect of the present invention, an inter-
nal-combustion engine includes a cylinder, a piston, a spark
plug, and a fuel injection device. The piston is provided in the
cylinder to reciprocate in the cylinder and includes a top
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surface, a guiding protrusion, and a cavity. The guiding pro-
trusion projects from a predetermined position of the top
surface. The cavity is provided in the top surface. The spark
plug is provided to face toward an inside of the cylinder and to
generate a spark that ignites a mixture of fuel and air in the
cylinder. The spark plug faces toward an inside of the cylin-
der. The fuel injection device is to obliquely inject the fuel in
a form of a fuel mist toward the top surface of the piston. The
cavity is provided at a position closer to the fuel injection
device than the guiding protrusion when viewed from above
the top surface of the piston. The guiding protrusion includes
a guiding surface to guide the fuel mist toward the spark plug
when the fuel mist is injected from the fuel injection device at
a first predetermined timing in a compression stroke. The
piston is provided to reach a first predetermined position at
the first predetermined timing. The cavity includes a guiding
wall portion to guide the fuel mist toward the spark plug when
the fuel mist is injected from the fuel injection device at a
timing in the compression stroke between the first predeter-
mined timing and a second predetermined timing. The piston
is provided to reach a second predetermined position closer to
a top dead center than the first predetermined position at the
second predetermined timing.

BRIEF DESCRIPTION OF THE DRAWINGS

A more complete appreciation of the invention and many of
the attendant advantages thereof will be readily obtained as
the same becomes better understood by reference to the fol-
lowing detailed description when considered in connection
with the accompanying drawings, wherein:

FIG. 1 is a sectional view of members included in an
internal-combustion engine according to an embodiment of
the present application including a cylinder and a cylinder
head;

FIG. 2 illustrates the angles of injections from six injection
ports of a fuel injection valve;

FIG. 3 is a plan view of a piston;

FIG. 4 is a sectional view taken along line IV-1V illustrated
in FIG. 3;

FIG. 5 is a perspective view of the top end of the piston;

FIG. 6 is an enlarged view of a cavity, illustrated in F1G. 4,
including a sloping wall portion;

FIG. 7 is a sectional view taken along line VII-VII illus-
trated in FIG. 3;

FIGS. 8A and 8B are a plan view and a sectional view,
respectively, of the top end of the piston illustrating states of
fuel mists in a case where fuel is injected at a first predeter-
mined timing;

FIGS. 9A and 9B are a plan view and a sectional view,
respectively, of the top end of the piston illustrating flows of
the fuel mists in the case where the fuel is injected at the first
predetermined timing;

FIGS. 10A and 10B are a plan view and a sectional view,
respectively, of the top end of the piston illustrating states of
the fuel mists in a case where the fuel is injected at a second
predetermined timing; and

FIGS. 11A and 11B are a plan view and a sectional view,
respectively, of the top end of the piston illustrating flows of
the fuel mists in the case where the fuel is injected at the
second predetermined timing.

DESCRIPTION OF THE EMBODIMENTS

The embodiments will now be described with reference to
the accompanying drawings, wherein like reference numerals
designate corresponding or identical elements throughout the
various drawings.
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An internal-combustion engine (hereinafter referred to as
“engine”) 1 according to the embodiment is a V-six gasoline
engine provided as a power source in a vehicle (not illus-
trated). The engine 1 includes two banks arranged in a V
shape and each including a row of three cylinders. The engine
1 is configured to switch its operation mode between a homo-
geneous combustion mode in which a homogeneous air-fuel
mixture is burned and a stratified combustion mode in which
a stratified air-fuel mixture is burned.

Referring to FIG. 1, the engine 1 includes six pairs of
cylinders 3 and pistons 10 (only one pair of a cylinder 3 and
apiston 10 are illustrated). Each of the cylinders 3 is provided
with a fuel injection valve 4, a spark plug 5, and so forth. FIG.
1 is a sectional view of the engine 1 in which the axial
direction of the cylinder 3 corresponds to the vertical direc-
tion. As a matter of convenience, the near side, the far side, the
upper side, and the lower side in FIG. 1 are hereinafter defined
as the front side, the rear side, the upper side, and the lower
side, respectively. In addition, the following description is
given focusing on one pair of the cylinder 3 and the piston 10.
The engine 1 includes a cylinder head 8 having an intake port
6 and an exhaust port 7. Air is taken into the cylinder 3 via the
intake port 6 in the intake stroke. Burned gas is exhausted
from the cylinder 3 via the exhaust port 7 in the exhaust
stroke.

The fuel injection valve 4 is provided below the intake port
6 and is obliquely fixed to the cylinder head 8 with the tip
thereof on the injection side facing toward the inside of a
combustion chamber 8a. The fuel injection valve 4 is posi-
tioned such that the center axis thereof passes through the
center of the piston 10 in plan view (see FIGS. 9A and 11A).
The fuel injection valve 4 is connected to a fuel supply device
(not illustrated). Fuel in a pressurized state is supplied to the
fuel injection valve 4 from the fuel supply device.

The fuel injection valve 4 is also electrically connected to
a control device (not illustrated). When a control input signal
is supplied to the fuel injection valve 4 from the control
device, the fuel injection valve 4 is opened at a timing and for
a period of time corresponding to the control input signal,
whereby the fuel is injected into the cylinder 3. The timing of
opening the fuel injection valve 4, i.e., the timing of starting
injection, in a case where the engine 1 is in the stratified
combustion mode is set to a point of time in the compression
stroke, specifically, a point of time between a first predeter-
mined timing at which the piston 10 reaches a first predeter-
mined position (for example, a position at a crank angle of
several tens of degrees before the top dead center (BTDC),
see FIGS. 1, 8B, and 9B) and a second predetermined timing
at which the piston 10 reaches a second predetermined posi-
tion that is nearer to the top dead center (TDC) by a crank
angle of ten-odd degrees than the first predetermined position
(see FIGS. 10B and 11B).

Referring to FIG. 2, the fuel injection valve 4 has a first
injection port H1, a pair of second injection ports H2, a third
injection port H3, and a pair of fourth injection ports H4. FIG.
2 illustrates the angles of fuel injections (the angles of the
center axes of fuel mists) from the six injection ports H
represented in a plane orthogonal to the center axis of the fuel
injection valve 4 in the form of an orthogonal coordinate
system in which the point through which the center axis of the
fuel injection valve 4 passes is defined as the origin (zero
degrees). The centers of the circles representing the injection
ports H correspond to the coordinates representing the angles
of injections, respectively.

As illustrated in FIG. 2, letting 01 be a positive predeter-
mined angle, the injection from the first injection port H1 is
angled in the y-axis direction by a predetermined angle of 61
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with respect to the center axis of the fuel injection valve 4.
That is, the injection from the first injection port H1 is angled
slightly upward with respect to the center axis of the fuel
injection valve 4. Letting 62 and 62' be predetermined values,
respectively, satisfying 62>61 and 62'>0, the injections from
the pair of second injection ports H2 are angled in the y-axis
direction by a predetermined angle of -02 with respect to the
center axis of the fuel injection valve 4 and in the x-axis
direction by predetermined angles of +02', respectively, with
respect to the center axis of the fuel injection valve 4. That is,
the injections from the pair of second injection ports H2 are
angled downward and toward the front and rear sides, respec-
tively, with respect to the center axis of the fuel injection valve

Furthermore, letting 03 be a predetermined value satisfy-
ing 03>02, the injection from the third injection port H3 is
angled in the y-axis direction by a predetermined angle of -63
with respect to the center axis of the fuel injection valve 4.
That is, the injection from the third injection port H3 is angled
more downward than the injections from the second injection
ports H2. Furthermore, letting 84 and 64' be predetermined
values, respectively, satisfying 04>03 and 64'>02', the injec-
tions from the pair of fourth injection ports H4 are angled in
the y-axis direction by a predetermined angle of —64 with
respect to the center axis of the fuel injection valve 4 and in
the x-axis direction by predetermined angles of +04', respec-
tively, with respect to the center axis of the fuel injection valve
4. That is, the injections from the pair of fourth injection ports
H4 are angled more downward than the injection from the
third injection port H3 and more toward the front and rear
sides, respectively, than the injections from the second injec-
tion ports H2 with respect to the center axis of the fuel injec-
tion valve 4.

The angles of injections from the first to fourth injection
ports H1 to H4 ofthe fuel injection valve 4 are set as described
above. Hence, fuel mists injected from the first to fourth
injection ports H1 to H4 flow in respective directions away
from the center axis of the fuel injection valve 4 and away
from one another (see FIGS. 8A, 8B, 10A, and 10B).

The spark plug 5 is obliquely fixed to the cylinder head 8.
The angle of the spark plug 5 is substantially equal to the
angle of a sloping wall portion 114 of a cavity 11, which is
provided in the piston 10, for the below-described reason. The
spark plug 5 includes a center electrode 5a and a ground
electrode 5b. The electrodes 5a and 55 face the inside of the
combustion chamber 8a and are positioned near the center of
the cylinder 3 in plan view. The spark plug 5 is electrically
connected to an ignition coil (not illustrated). When a high
voltage is applied from the ignition coil to the spark plug 5,
the spark plug 5 generates a spark by causing discharge
between the electrodes Sa and 54, thereby burning the air-fuel
mixture produced in the combustion chamber 8a.

Referring now to FIGS. 3 to 7, the piston 10 will be
described. The piston 10 is mechanically connected to a crank
shaft (not illustrated). When the crank shaft rotates, the piston
10 reciprocates in the cylinder 3 between the top dead center
(TDC) and the bottom dead center (BDC). As illustrated in
FIGS. 3, 9A, and others, the top surface of the piston 10 is
configured line symmetrically in plan view with respect to the
center axis of the fuel injection valve 4 and has the cavity 11
provided in a portion thereof nearer to the intake side.

The cavity 11 has a flat bottom surface 11a and a guiding
wall surrounding the bottom surface 11a. The guiding wall
includes a pair of sidewall portions 115, a pair of curved wall
portions 11¢, and the sloping wall portion 114. The pair of
sidewall portions 115 are continuous with the front and rear
ends, respectively, of the bottom surface 11a. The pair of
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sidewall portions 115 slope such that the distance therebe-
tween increases toward the upper side and each have such a
shape that the width thereof increases from the intake side
toward the exhaust side. The pair of sidewall portions 114
extend in directions that are substantially parallel to the axes
of'the injections from the pair of second injection ports H2 in
plan view (see FIGS. 8A and 10A).

The pair of curved wall portions 11¢ each curve from the
exhaust-side end of a corresponding one of the pair of side-
wall portions 115 toward the center of the piston 10. The
sloping wall portion 114 is continuous with the pair of curved
wall portions 11c. As illustrated in FIG. 6, the sloping wall
portion 114 and the bottom surface 11« in combination form
three sloping surfaces S1 to S3 that are continuous with one
another. The sloping surfaces S1 to S3 are atrespective angles
that increase stepwise from the intake side toward the exhaust
side for the below-described reason.

A pair of guiding slopes 12 are provided on the outer sides
of'the pair of sidewall portions 115, respectively, of the cavity
11. The guiding slopes 12 each slope upward toward the
center of the piston 10. Peripheral walls 13 are provided on
the outer sides of the guiding slopes 12, respectively. The
peripheral walls 13 are continuous with the respective guid-
ing slopes 12 and extend along the outer circumference of the
piston 10.

Furthermore, the top surface of the piston 10 includes a flat
surface 14 in a central portion thereof. The flat surface 14 has
a circular plan-view shape with part thereof being cut away
and is continuous with the sloping wall portion 11d. The top
surface of the piston 10 further includes a sloping surface 15
and a guiding protrusion 16 in respective portions thereof on
the exhaust side. The sloping surface 15 slopes downward
toward the exhaust side. The guiding protrusion 16 is con-
tinuous with the exhaust-side end of the sloping surface 15.
The guiding protrusion 16 extends along the outer circumfer-
ence of the piston 10 and has a sloping surface 164 (a guiding
surface) provided in a central portion thereof and sloping
upward. The centers of the sloping wall portion 114 and the
sloping surface 16a reside on an extension of the center axis
of the fuel injection valve 4 in plan view.

Referring now to FIGS. 8A to 11B, an operation of the
engine 1 configured as described above will be described in
which a stratified air-fuel mixture is produced in the stratified
combustion mode. Hereinafter, the fuel mists injected from
the first injection port H1, the second injection ports H2, the
third injection port H3, and the fourth injection ports H4 are
referred to as “first fuel mist F1”, “second fuel mists F2”,
“third fuel mist F3”, and “fourth fuel mists F4”, respectively.

In a case where the fuel is injected from the fuel injection
valve 4 in the compression stroke at the first predetermined
timing at which the piston 10 reaches the first predetermined
position described above, the first to fourth fuel mists F1 to F4
reach (collide with) the top surface of the piston 10 as illus-
trated in FIGS. 8A and 8B and then flow as illustrated in
FIGS. 9A and 9B. In F1G. 8B, the fourth fuel mists F4 are not
illustrated for easy understanding.

Specifically, the first fuel mist F1 reaches the flat surface 14
and the sloping surface 15, flows along the sloping surface 15,
and is guided upward by the sloping surface 16a of the guid-
ing protrusion 16 as represented by arrow Y1 in FIGS. 9A and
9B. Subsequently, the first fuel mist F1 flows along the inner
wall of the combustion chamber 8a toward the spark plug 5.

The second fuel mists F2 reach the respective sidewall
portions 115 and flow along the sidewall portions 115 as
represented by arrows Y2 in FIG. 9A. Since the sidewall
portions 115 extend substantially parallel to the axes of the
injections from the second injection ports H2 in plan view as
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described above, the second fuel mists F2 flow along the
sidewall portions 115 substantially without going over the
sidewall portions 115 and being diffused. Subsequently, the
second fuel mists F2 are gathered toward the center of the
piston 10 by the respective curved wall portions 11¢ that
curve from the sidewall portions 115 toward the center of the
piston 10. Then, the second fuel mists F2 collide with and are
combined with each other near the center of the sloping wall
portion 114 as represented by arrows Y2. In this process, the
second fuel mists F2 are gathered toward the center of the
piston 10 while being decelerated by the curved wall portions
11c. Therefore, the second fuel mists F2 are gathered toward
the center of the piston 10 substantially without going over
the curved wall portions 11¢ and being diffused. Thus, the
second fuel mists F2 are efficiently gathered and combined
near the center of the sloping wall portion 114.

The third fuel mist F3 reaches the bottom surface 11a of the
cavity 11 and flows along the bottom surface 11a toward the
sloping wall portion 114 as represented by arrow Y3 in FIGS.
9A and 9B. As described above, the bottom surface 11a and
the sloping wall portion 11d in combination form the three
sloping surfaces S1 to S3 that are continuous with one
another, and the three sloping surfaces S1 to S3 are at respec-
tive angles that increase stepwise from the intake side toward
the exhaust side. Therefore, the penetration of the third fuel
mist F3 is attenuated stepwise. Consequently, the generation
of'liquid droplets and hence the generation of deposits on the
sloping surfaces S1 to S3 from the third fuel mist F3 are
suppressed.

Subsequently, the third fuel mist F3 collides with and is
combined with the pair of second fuel mists F2 that have been
combined together near the center of the sloping wall portion
114. In this process, the third fuel mist F3 penetrates in such
amanner as to push up the second fuel mists F2. Accordingly,
the combination of the second fuel mists F2 and the third fuel
mist F3 flows along the sloping wall portion 114 toward the
spark plug 5 and reaches a position near the electrodes 5a and
5b ofthe spark plug 5 as represented by arrow Y3'in FIGS. 9A
and 9B. In this process, as described above, the angle of the
sloping wall portion 11d is substantially equal to the angle of
the spark plug 5. Therefore, the second fuel mists F2 and the
third fuel mist F3 are efficiently sent to a position near the
electrodes 5a and 5b.

In FIG. 9B, for easy understanding, arrow Y3 representing
the flow of the third fuel mist F3 is illustrated nearer to the
bottom surface 11a than the actual center of the flow of the
third fuel mist F3, and arrow Y3' representing the flow of the
combination of the second and third fuel mists F2 and F3 is
also illustrated nearer to the sloping wall portion 114 than the
actual center of the flow of the combination of the second and
third fuel mists F2 and F3.

The fourth fuel mists F4 reach the respective guiding
slopes 12 provided on the outer sides of the cavity 11 and are
guided upward along the guiding slopes 12 and the peripheral
walls 13 as represented by arrows Y4 in FIG. 9A. Therefore,
an air-fuel mixture having an air-fuel ratio suitable for strati-
fied combustion is produced by the fourth fuel mists F4
around a high-concentration air-fuel mixture produced by the
combination of the first to third fuel mists F1 to F3 gathered
around the electrodes 5a and 556 of the spark plug 5. Thus, a
stratified air-fuel mixture is produced in which a high-con-
centration air-fuel mixture gathered around the electrodes 5a
and 56 of the spark plug 5 is surrounded by a relatively
low-concentration air-fuel mixture. That is, a stratified air-
fuel mixture is produced in the best state for causing stratified
combustion.
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In another case where the fuel is injected from the fuel
injection valve 4 in the compression stroke at the second
predetermined timing at which the piston 10 reaches the
second predetermined position described above, the first to
fourth fuel mists F1 to F4 reach (collide with) the top surface
of'the piston 10 as illustrated in FIGS. 10A and 10B and then
flow as illustrated in FIGS. 11A and 11B. In FIG. 10B, the
fourth fuel mists F4 are not illustrated for easy understanding.

Specifically, the first fuel mist F1 flowing in the cylinder 3
directly reaches the sloping wall portion 114 as represented
by arrow Y15 in FIG. 11B. The second fuel mists F2 reach the
bottom surface 11a, flow along the respective sidewall por-
tions 115, are gathered toward the center of the piston by the
curved wall portions 11¢ while being decelerated, and collide
with each other and with the first fuel mist F1 near the center
of'the sloping wall portion 114 as represented by arrows Y25
in FIG. 11A. Thus, the first fuel mist F1 and the second fuel
mists F2 are combined together.

The third fuel mist F3 reaches the bottom surface 11a of the
cavity 11 and flows along the bottom surface 11a toward the
sloping wall portion 11d as represented by arrow Y35 in
FIGS. 11A and 11B. Subsequently, the third fuel mist F3
collides with and is combined with the combination of the
first fuel mist F1 and the second fuel mists F2 near the center
of the sloping wall portion 11d. In this process, the third fuel
mist F3 penetrates in such a manner as to push up the com-
bination of the first fuel mist F1 and the second fuel mists F2.
Thus, the combination of the first to third fuel mists F1 to F3
flows along the sloping wall portion 114 toward the spark
plug 5 and reaches a position near the electrodes 5a and 556 of
the spark plug 5 as represented by arrow Y34' in FIGS. 11A
and 11B.

In this case, as described above, while the third fuel mist F3
flows along the three sloping surfaces S1 to S3, the penetra-
tion of the third fuel mist F3 is attenuated stepwise. Conse-
quently, the generation of liquid droplets and hence the gen-
eration of deposits on the three sloping surfaces S1 to S3 from
the third fuel mist F3 are suppressed. Moreover, the angle of
the sloping wall portion 11d is substantially equal to the angle
of the spark plug 5. Therefore, the first to third fuel mists F1
to F3 are efficiently sent to a position near the electrodes 5a
and 5b.

In FIG. 11B, for easy understanding, arrow Y34 represent-
ing the flow of the third fuel mist F3 is illustrated nearer to the
bottom surface 11a than the actual center of the flow of the
third fuel mist F3, and arrow Y34' representing the flow of the
combination of the first to third fuel mists F1 to F3 is also
illustrated nearer to the sloping wall portion 114 than the
actual center of the flow of the combination of the first to third
fuel mists F1 to F3.

The fourth fuel mists F4 reach the bottom surface 11a of
the cavity 11 and are guided upward along the respective
guiding slopes 12 and the respective peripheral walls 13 as
represented by arrows Y45 in FIG. 11A. Therefore, an air-fuel
mixture having an air-fuel ratio suitable for stratified com-
bustion is produced by the fourth fuel mists F4 around a
high-concentration air-fuel mixture produced by the combi-
nation of the first to third fuel mists F1 to F3 gathered around
the electrodes 5a and 5b of the spark plug 5, as described
above. Thus, a stratified air-fuel mixture is produced in which
a high-concentration air-fuel mixture gathered around the
electrodes 5a and 55 of the spark plug 5 is surrounded by a
relatively low-concentration air-fuel mixture. That is, a strati-
fied air-fuel mixture is produced in the best state for causing
stratified combustion.

In another case where the fuel is injected from the fuel
injection valve 4 in the compression stroke at a timing at
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which the piston 10 reaches a position between the first pre-
determined position and the second predetermined position,
that is, at a timing between the first predetermined timing and
the second predetermined timing, some of the first fuel mist
F1 flows along the sloping surface 15 and is guided upward by
the sloping surface 16a of the guiding protrusion 16. The rest
of'the first fuel mist F1 collides with the sloping wall portion
11d and is combined with the second fuel mists F2 and the
third fuel mist F3 at the sloping wall portion 11d. Subse-
quently, the combination of the first to third fuel mists F1 to
F3 flows along the sloping wall portion 114 toward the spark
plug 5 by the effect of penetration of the third fuel mist F3.
Meanwhile, the fourth fuel mists F4 flow in a state similar to
that in the case where the fuel is injected at the second pre-
determined timing. Thus, in the case where the fuel is injected
at a timing between the first predetermined timing and the
second predetermined timing also, a stratified air-fuel mix-
ture is produced in the best state for causing stratified com-
bustion.

As described above, in the engine 1 according to the
embodiment, a stratified air-fuel mixture is produced in the
best state for causing stratified combustion even in the case
where the fuel is injected from the fuel injection valve 4 at any
timing between the first predetermined timing and the second
predetermined timing in the compression stroke in the strati-
fied combustion mode. Accordingly, the flexibility in the tim-
ing of fuel injection is increased. Consequently, even if there
are any variations in the timing of injection from the fuel
injection valve 4 among the six cylinders 3 due to factors such
as variations among finished products and aging, all of the
efficiency in the production of a stratified air-fuel mixture, the
combustion efficiency, and the fuel efficiency are increased,
unlike the related-art example.

The engine 1 described above is realized as a combination
of the piston 10 and the fuel injection valve 4 that have
relatively simple configurations. Specifically, the piston 10
has the cavity 11 defined by the sidewall portions 115, the
curved wall portions 11¢, and the sloping wall portion 114,
and the guiding protrusion 16. The fuel injection valve 4 has
the first to fourth injection ports H1 to H4.

The three sloping surfaces S1 to S3 along which the third
fuel mist F3 is guided are at respective angles that increase
stepwise from the intake side toward the exhaust side. There-
fore, the penetration of the third fuel mist F3 is attenuated
stepwise. Consequently, the generation of liquid droplets and
hence the generation of deposits on the sloping surfaces S1 to
S3 from the third fuel mist F3 are suppressed. Thus, the
efficiency in the production of a stratified air-fuel mixture, the
combustion efficiency, and the fuel efficiency are further
increased.

While the above embodiment concerns a case where the
fuel injection valve 4 is employed as the fuel injection device
according to the present application, the fuel injection device
according to the present application is not limited thereto and
only needs to be capable of injecting fuel into a cylinder at a
predetermined timing.

While the above embodiment concerns a case where the
internal-combustion engine according to the present applica-
tion is applied to a vehicle, the internal-combustion engine
according to the present application is not limited thereto and
is also applicable to any other machines such as vessels and
industrial machines.

While the above embodiment concerns a case where the
internal-combustion engine according to the present applica-
tion is a V-six gasoline engine, the internal-combustion
engine according to the present application may alternatively
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be an in-line multi-cylinder gasoline engine, a horizontally
opposed multi-cylinder gasoline engine, or the like.

According to an aspect of the embodiment, there is pro-
vided an in-cylinder direct-injection internal-combustion
engine (1) in which fuel is directly injected into a cylinder (3)
and a mixture of the fuel and air taken into the cylinder (3) is
ignited with a spark and is burned. The internal-combustion
engine (1) includes a piston (10) configured to reciprocate in
the cylinder (3), a spark plug (5) facing toward the inside of
the cylinder (3) and configured to generate a spark that ignites
the mixture in the cylinder (3), and a fuel injection device
(fuel injection valve 4) configured to inject the fuel in the form
of'a fuel mist obliquely toward a top surface of the piston (10).
The piston (10) has a guiding wall (16) projecting from a
predetermined position of the top surface of the piston (10),
and a cavity (11) provided at a position of the top surface of
the piston (10) that is nearer to the fuel injection device (fuel
injection valve 4) than the guiding wall (16). The guiding wall
(16) has a guiding surface (sloping surface 16a) that guides
the fuel mist toward the spark plug (5) when the fuel mist is
injected from the fuel injection device (fuel injection valve 4)
at a first predetermined timing in a compression stroke at
which the piston (10) reaches a first predetermined position.
The cavity (11) has a guiding wall portion (sidewall portions
1154, curved wall portions 11¢, and a sloping wall portion 11d)
that guides the fuel mist toward the spark plug (5) when the
fuel mist is injected from the fuel injection device (fuel injec-
tion valve 4) at a timing in the compression stroke between the
first predetermined timing and a second predetermined tim-
ing at which the piston (10) reaches a second predetermined
position that is nearer to a top dead center than the first
predetermined position.

Therefore, in the compression stroke of the embodiment,
the fuel mist injected at the first predetermined timing is
guided by both the guiding surface of the guiding wall and the
guiding wall portion of the cavity. The fuel mistinjected at the
timing between the first predetermined timing and the second
predetermined timing is guided by the guiding surface of the
guiding wall and the guiding wall portion of the cavity or by
the guiding wall portion of the cavity. The fuel mist injected
at the second predetermined timing is guided by the guiding
wall portion of the cavity. Thus, the fuel mist injected from the
fuel injection device at any timing in the compression stroke
from the first predetermined timing to the second predeter-
mined timing is appropriately guided toward the spark plug
by the guiding wall and the cavity or by the cavity. Hence, in
the production of a stratified air-fuel mixture, the flexibility in
the timing of fuel injection is increased. Consequently, even if
there are any variations in the timing of injection from the fuel
injection device among different cylinders due to factors such
as variations among finished products and aging, all of the
efficiency in the production of a stratified air-fuel mixture, the
combustion efficiency, and the fuel efficiency are increased,
unlike the related-art example.

In the internal combustion engine (1) according to the first
aspect of the embodiment, the guiding wall portion preferably
includes a pair of sidewall portions (115) extending such that
a distance therebetween increases toward the guiding wall
(16), a pair of curved wall portions (11¢) each extending from
an end of a corresponding one of the pair of sidewall portions
(115) that is nearer to the guiding wall (16) while curving
toward a center of the piston (10), and a sloping wall portion
(11d) continuous with the pair of curved wall portions (11¢)
and sloping toward the spark plug (5). Furthermore, the fuel
injection device (fuel injection valve 4) preferably has a plu-
rality of injection ports (H1 to H4) from which the fuel is
injected in the form of a plurality of fuel mists in respectively
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different directions. Furthermore, the plurality of injection
ports (H1 to H4) preferably include a first injection port (H1)
configured such that a fuel mist injected therefrom at the first
predetermined timing reaches the guiding surface (sloping
surface 16a) of the guiding wall (16) and a fuel mist injected
therefrom at the second predetermined timing reaches the
sloping wall portion (11d) of the guiding wall portion, a pair
of'second injection ports (H2) configured such that fuel mists
injected therefrom at the timing between the first predeter-
mined timing and the second predetermined timing flow
along the pair of sidewall portions (115), respectively, and a
third injection port (H3) configured such that a fuel mist
injected therefrom at the timing between the first predeter-
mined timing and the second predetermined timing reaches a
position of a bottom surface (11a) of the cavity (11) that is
nearer to the fuel injection device (fuel injection valve 4) than
the sloping wall portion (11d).

Therefore, in a case where the fuel is injected at the first
predetermined timing, the fuel mist injected from the first
injection port (hereinafter referred to as “first fuel mist™)
reaches the guiding surface of the guiding wall and is guided
toward the spark plug by the guiding surface. Furthermore,
the fuel mists injected from the pair of second injection ports
(hereinafter referred to as “second fuel mists™) flow along the
pair of sidewall portions, respectively, and are gathered
toward the center of the piston, while being decelerated, by
the pair of curved wall portions curving from the sidewall
portions toward the center of the piston. Subsequently, the
pair of second fuel mists collide with and are combined with
each other near the center of the sloping wall portion. Fur-
thermore, the fuel mist injected from the third injection port
(hereinafter referred to as “third fuel mist”) flows toward a
position of the bottom surface of the cavity that is nearer to the
fuel injection device than the sloping wall portion. Therefore,
the third fuel mist collides with the bottom surface of the
cavity, flows slightly above the bottom surface and toward the
sloping wall portion, and pushes out the second fuel mists
having been combined together near the center of the sloping
wall portion over the end of the sloping wall portion that is
nearer to the spark plug, whereby the third fuel mist flows
toward the spark plug together with the second fuel mists.
Consequently, the first to third fuel mists all reach the spark
plug.

In another case where the fuel is injected at the second
predetermined timing, the first fuel mist directly reaches the
sloping wall portion of the guiding wall portion, whereas the
pair of second fuel mists flow along the pair of sidewall
portions and the pair of curved wall portions and are com-
bined with each other and with the first fuel mist near the
center of the sloping wall portion, as described above. Fur-
thermore, the third fuel mist collides with the bottom surface
of the cavity, flows slightly above the bottom surface and
toward the sloping wall portion, and pushes out the first fuel
mist and the second fuel mists over the end ofthe sloping wall
portion that is nearer to the spark plug, whereby the third fuel
mist flows toward the spark plug together with the first fuel
mist and the second fuel mists. Consequently, the first to third
fuel mists all reach the spark plug. In this case, the pair of
second fuel mists flow along the pair of sidewall portions,
respectively, when injected both at the first predetermined
timing and at the second predetermined timing. Thus, the
probability that the second fuel mists may go over the side-
wall portions and be diffused is reduced. Furthermore, the
second fuel mists are gathered toward the center of the piston
by the pair of curved wall portions while being decelerated.
Therefore, the probability that the second fuel mists may go
over the pair of curved wall portions and be diffused is also
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reduced. Thus, the second fuel mists are efficiently gathered
near the center of the sloping wall portion and are efficiently
sent to the spark plug.

As described above, the fuel mists injected from the fuel
injection device at any timing from the first predetermined
timing to the second predetermined timing are appropriately
and efficiently guided toward the spark plug by the guiding
wall and the cavity or by the cavity while the diffusion of the
fuel mists is suppressed. Thus, the efficiency in the production
of a stratified air-fuel mixture, the combustion efficiency, and
the fuel efficiency are further increased. Moreover, such an
internal-combustion engine is realized as a combination of
the piston and the fuel injection device that have relatively
simple configurations. Specifically, the piston has the cavity
defined by the pair of sidewall portions, the pair of curved
wall portions, and the sloping wall portion, and the guiding
wall. The fuel injection device has the first to third injection
ports.

In the above internal-combustion engine (1) of the embodi-
ment, the plurality of injection ports (H) preferably further
include a pair of fourth injection ports (H4) from which the
fuel is injected in the form of fuel mists toward outer sides
with respect to the injections from the pair of second injection
ports (H2), respectively. Furthermore, the top surface of the
piston preferably includes a pair of guiding slopes (12) pro-
vided on outer sides of the pair of sidewall portions (115),
respectively, of the cavity (11) and sloping toward a combus-
tion chamber provided in the piston (10). Furthermore, the
fuel mists injected from the pair of fourth injection ports (H4)
at the timing between the first predetermined timing and the
second predetermined timing preferably flow along the pair
of guiding slopes (12), respectively.

In such an internal-combustion engine of the embodiment,
the fuel mists injected from the fourth injection ports (here-
inafter referred to as “fourth fuel mists”) at the timing
between the first predetermined timing and the second pre-
determined timing flow along the pair of guiding slopes,
respectively, sloping toward the combustion chamber and are
thus guided toward the combustion chamber. Therefore, an
air-fuel mixture produced in the cylinder by the first to third
fuel mists comes to have an air-fuel ratio suitably adjusted for
combustion by the fourth fuel mists. Consequently, the com-
bustion efficiency and the fuel efficiency are further
increased.

In the above internal-combustion engine (1) of the embodi-
ment, the bottom surface (11a) and the sloping wall portion
(11d) of the cavity (11) in combination preferably form a
plurality of sloping surfaces (first to third sloping surfaces S1
to S3) that are continuous with one another. Furthermore, the
plurality of sloping surfaces (S1 to S3) are preferably at
respective angles that increase stepwise toward a direction
away from the fuel injection device (fuel injection valve 4).

Therefore, while the third fuel mist flows along the plural-
ity of sloping surfaces, the penetration of the third fuel mist is
attenuated stepwise. Thus, the generation of liquid droplets
and hence the generation of deposits on the plurality of slop-
ing surfaces from the third fuel mist are suppressed. Conse-
quently, the efficiency in the production of a stratified air-fuel
mixture, the combustion efficiency, and the fuel efficiency are
further increased.

Obviously, numerous modifications and variations of the
present invention are possible in light of the above teachings.
It is therefore to be understood that within the scope of the
appended claims, the invention may be practiced otherwise
than as specifically described herein.
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What is claimed is:

1. An internal-combustion engine comprising:

a cylinder;

a piston provided in the cylinder to reciprocate in the cyl-
inder and including a top surface, a guiding protrusion,
and a cavity, the guiding protrusion projecting from a
predetermined position of the top surface so as to be
separate and distinct from the cavity, the cavity being
provided in the top surface;

a spark plug provided to face toward an inside of the cyl-
inder and to generate a spark that ignites a mixture of
fuel and air in the cylinder; and

a fuel injection device to obliquely inject the fuel in a form
of a fuel mist toward the top surface of the piston, the
cavity being provided at a position closer to the fuel
injection device than the guiding protrusion when
viewed from above the top surface of the piston, the
guiding protrusion including a guiding surface to guide
the fuel mist toward the spark plug when the fuel mist is
injected from the fuel injection device at a first prede-
termined timing in a compression stroke, the piston
being provided to reach a first predetermined position at
the first predetermined timing, the cavity including a
guiding wall portion to guide the fuel mist toward the
spark plug when the fuel mist is injected from the fuel
injection device at a timing in the compression stroke
between the first predetermined timing and a second
predetermined timing, the piston being provided to
reach a second predetermined position closer to a top
dead center than the first predetermined position at the
second predetermined timing.

2. The internal-combustion engine according to claim 1,

wherein the guiding wall portion includes

first and second sidewall portions extending such that a
distance between the first and second sidewall portions
increases as being closer to the guiding protrusion,

first and second curved wall portions extending from ends
of'the first and second sidewall portions that are closer to
the guiding protrusion while curving toward a center of
the top surface, and

a sloping wall portion connected with the first and second
curved wall portions and sloping toward the spark plug,

wherein the fuel injection device has a plurality of injection
ports from which the fuel is injected in a form of a
plurality of fuel mists in respectively different direc-
tions,

wherein the cavity includes a bottom surface provided at a
position closer to the fuel injection device than the slop-
ing wall portion, and

wherein the plurality of injection ports include

a first injection port provided such that a first fuel mist
injected from the first injection port at the first predeter-
mined timing is directed to substantially reach the guid-
ing surface of the guiding protrusion, and such that the
first fuel mist injected from the first injection port at the
second predetermined timing is directed to substantially
reach the sloping wall portion of the guiding wall por-
tion,

a pair of second injection ports provided such that second
fuel mists injected from the second injection ports at the
timing between the first predetermined timing and the
second predetermined timing respectively are directed
to substantially flow along the first and second sidewall
portions, and

a third injection port provided such that a third fuel mist
injected from the third injection port at the timing
between the first predetermined timing and the second
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predetermined timing is directed to substantially reach
the bottom surface of the cavity.

3. The internal-combustion engine according to claim 2,

wherein the plurality of injection ports further include a
pair of fourth injection ports from which the fuel is
injected in a form of fourth fuel mists toward respective
outer sides with respect to the second fuel mists injected
from the pair of second injection ports,

wherein the top surface of the piston includes first and
second guiding slopes respectively provided on outer
sides of the first and second sidewall portions, the first
and second guiding slopes sloping toward a combustion
chamber provided in the cylinder, and

wherein the fourth fuel mists injected from the pair of
fourth injection ports at the timing between the first
predetermined timing and the second predetermined
timing respectively are directed to substantially flow
along the first and second guiding slopes.

4. The internal-combustion engine according to claim 2,

wherein the bottom surface and the sloping wall portion of
the cavity in combination provides a plurality of sloping
surfaces that are continuous with one another, and

wherein the plurality of sloping surfaces are at respective
angles that increase stepwise as being farther from the
fuel injection device.

14

5. The internal-combustion engine according to claim 1,
wherein the top surface of the piston includes a sloping guide
surface sloping downward from the guiding wall portion of
the cavity to the guiding protrusion.

6. The internal-combustion engine according to claim 5,
wherein the sloping guide surface is connected with the guid-
ing surface of the guiding protrusion.

7. The internal-combustion engine according to claim 1,
wherein the guiding protrusion is disposed at a position closer
to an exhaust side of the cylinder than the guiding wall portion
of the cavity.

8. The internal-combustion engine according to claim 1,
wherein the guiding surface of the guiding protrusion guides
the fuel mist from an exhaust side toward an intake side of the
cylinder when the fuel mist is injected from the fuel injection
device at a first predetermined timing in a compression stroke.

9. The internal-combustion engine according to claim 8,
wherein the guiding surface of the guiding protrusion guides
the fuel mist in an upward direction above the top surface of
the piston when the fuel mist is injected from the fuel injec-
tion device at a first predetermined timing in a compression
stroke.



